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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

4

Specification Section 01100 has been replaced. Par. 1.14: “ Coordination between Contractors’ has been
deleted.

Specification Section 01500 has been replaced. Par. 1.2 and 1.4 have been revised.

Specification Section 02101 has been replaced. A new paragraph 3.5 has been added regarding the sewer line
modification.

Cover Sheet has been replaced

Sheets T.02, C1.3, C2.6, C2.8, C.3.6, S5.3, S5.4, S5.7, S16.A, U3.6 have been revised and replaced.

Sheets U3.6A, U3.6B, U3.6C, and U3.6D have been added.

SUMMARY OF CHANGES

(End of Summary of Changes)
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SECTI ON 01100

GENERAL

PART 1 GENERAL

1

1 I NQUI RI ES

Pur suant to SECTI ON 00100 paragraph titled"Explanation to Prospective

Bi dders", any inquiries regarding this Invitation, before bids are opened,
shoul d be addressed to the District Engineer, Kansas City District, Corps
of Engi neers, 700 Federal Building, Kansas City, Mssouri 64106, ATTN. M.
Mary Perlea. |Inquiries for which oral explanation or advice on the plans
and specifications will suffice may be referred to Ms. Perlea by calling
Area Code 816-983-3602. Tel ephone calls concerning the mailing of plans
and specifications should be nmade to Contracting Division at Area Code
816-983-3975. Collect telephone calls will not be accepted. (KCDO APR 84)

.2 SUPERI NTENDENCE OF SUBCONTRACTORS
(a) The Contractor shall be required to furnish the follow ng:

(1) If nmore than 50% and | ess than 70% of the value of the contract work
i s subcontracted, one superintendent shall be provided at the site and on
the Contractor's payroll to be responsible for coordinating, directing,

i nspecting and expediting the subcontract work.

(2) If 70%or nore of the value of the work is subcontracted, the
Contractor shall be required to furnish two such superintendents to be
responsi bl e for coordinating, directing, inspecting and expediting the
subcontract work.

(b) If the Contracting Oficer, at any tinme after 50% of the subcontracted
wor k has been conpleted, finds that satisfactory progress is being nade, he
may wai ve all or part of the above requirenent for additiona
superintendence subject to the right of the Contracting Oficer to
reinstate such requirement if at any tine during the progress of the

remai ning work he finds that satisfactory progress is not being made.

1.3 | DENTI FI CATI ON OF EMPLOYEES

The Contractor shall be responsible for furnishing to each enpl oyee and for
requiring each enpl oyee engaged on the work to display identification as
may be approved and directed by the Contracting Office. Al prescribed
identification shall imediately be delivered to the Contracting Oficer
for cancellation upon the rel ease of any enployee. Wen required by the
Contracting O ficer the Contractor shall obtain and submt fingerprints of
all persons enployed or to be enployed on the project.

1.4  APPLI CATI ON OF WAGE RATES
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The inclusion of the Davis-Bacon Act General Wage Decision or the Service
Contract Act Wage Determ nation in the solicitation is a statutory
requirenent. It is not a representation by the U S. Arny Corps of

Engi neers that any specific work task can be performed by any specific
trade. Which work tasks can be performed by what trades depends on and is
determ ned by the prevailing area practice for the |ocal area where the
contract is being performed. It is the sole responsibility of the bidder
to determine and conply with the prevailing area practice. Inquiries
regarding a prevailing area practice should be directed to the Corps of
Engi neers, Contractor Industrial Relations Specialist (tel ephone nunber
816-983-3723) or to the Departnent of Labor Regi onal Wage and Hour Division

Application of wage rates and fringe benefits: For the application of the
wage rates and fringe benefits contained in the Decision of the Secretary
of Labor; attached to and a part of this contract, all work shall be

consi dered Heavy Construction

1.5 PAYMENTS TO SUBCONTRACTCRS

The Contractor's attention is directed to CONTRACT CLAUSE titled "Paynent
Under Fi xed-Price Construction Contracts.” |In addition to the requirenents
set forth in the referenced paragraph, the Governnent wll reinburse the
Contractor, upon request, for ampount of prem uns paid by the subcontractors
for performance and paynent bonds (i ncludi ng coi nsurance and rei nsurance
agreenents, when applicable) after the Contractor furnishes evidence of

full payment to the surety.

1.6 PAYMENTS TO CONTRACTOR (KCD MAY 90 - FORMERLY FAR 52.2/9101(a))
The following is an exanple of a Contractor's release of clains clauses
required to conply with the provisions of paragraph (h) of the CONTRACT
CLAUSE titled "Payments Under Fixed-Price Construction Contracts":

RELEASE OF CLAI M5

The undersi gned Contractor under contract dated , 2000,
between the United States of America and said Contractor for the
| ocat ed at , 1 n accordance with paragraph

(h) of the CONTRACT CLAUSE titled "Paynments Under Fixed-Price Construction
Contracts" of said contract, hereby releases the United States, its

of ficers, agents, and enployees fromany and all clainms arising under or by
virtue of said contract or any nodification or change thereof except with
respect to those clains, if any, listed bel ow

(Here item ze clains and anounts due.)

1.7 PROSPECTI VE CONTRACTOR RESPONSI BI LI TY

Each bi dder shall furnish, within 3 cal endar days after receipt of request
therefor, data which will show the bidder's ability to performthe work or
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services required by this Invitation for Bids. Such data shall include as
a mnimm Bank certification of financial capability, or a financial
statenment not over 60 days old, which will be treated as confidential (if

over 60 days old, a certificate shall be attached thereto stating that the
financial condition is substantially the same or, if not the sane, the
changes that have taken place); nanes of comrercial and financial reporting
agenci es fromwhomcredit reports nmay be obtained; trade creditors; nane
and address of bondi ng conpany; busi ness and construction experience; past
record of performance of Governnent contracts; and construction plant and
equi pment available for this job, with resune of work in progress or other
data that will assure that the bidder is in a position to performthe work
within the tine specified.

In addition, if the bid exceeds $1, 000,000, the bidder shall furnish upon
request, a certified statenment |isting:

(a) Each contract awarded to himw thin the preceding three-nonth period
exceedi ng $1, 000,000 in value with brief description of the contract.

(b) Each contract awarded to himw thin the preceding three-year period
not al ready physically conpl eted and exceedi ng $5, 000,000 in value with
brief description of the contract.

(c) If the prospective Contractor is a joint venture, each joint venture
menber will be required to submt the above defined certification. There
shal | al so be furnished any other available information which will serve to
substantiate the bidder's qualifications as a responsible prospective
Contractor. (KCD APR 84)

1.8 PERFORVMANCE OF WORK BY CONTRACTCR

Bi dder's attention is directed to SPECI AL CLAUSE titled "Performance of
Work by Contractor." The successful bidder will be required to furnish the
Contracting O ficer, a description of the work which he will performwth
his own organi zation (e.g., earthwork, paving, etc.), the percentage of the
total work this represents, and the estinated cost thereof. Such
description of work to be performed by the Contractor's own organi zati on
shall be furnished to the Contracting O ficer within 10 days after award of
the contract.

1.9 LABCRATCORY AND TESTI NG FACI LI TI ES

The Contractor shall provide and nmamintain all neasuring and testing

devi ces, |aboratory equi pnent, instruments, transportation, and supplies
necessary to acconplish the required testing. Al neasuring and testing
devices shall be calibrated at established intervals against certified
standards. The Contractor's nmeasuring and testing equi pnent shall be nmde
avai |l abl e for use by the Governnent for verification of their accuracy and
condition as well as for any inspection or test desired pursuant to the
CONTRACT CLAUSE titled "lInspection of Construction.” The |location of the
| aboratory shall be convenient to the site such that test results are
avai l abl e prior to proceeding with the next sequential phase of the work.
(KCD)
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1

10 UNAVAI LABI LI TY OF UTILITIES

The responsibility shall be upon the Contractor to provide and nmaintain at
his own expense, adequate utilities for his use for construction and
donestic consunption, and to install and naintain necessary connections and
lines for same, but only at such locations and in such nanner as nay be
approved by the Contracting O ficer. Before final acceptance, tenporary
connections and lines installed by the Contractor shall be renoved in a
manner satisfactory to the Contracting Oficer.

11 TI VE EXTENSI ONS FOR UNUSUALLY SEVERE WEATHER

(a) This provision specifies the procedure for determination of tine
extensions for unusually severe weather in accordance with the CONTRACT
CLAUSE titled "Default: (Fixed Price Construction)."” |In order for the
Contracting O ficer to award a tine extension under this clause, the
followi ng conditions nmust be satisfied:

(1) The weather experienced at the project site during the contract period
nust be found to be unusually severe, that is, nore severe than the adverse
weat her anticipated for the project location during any given nonth.

(2) The unusually severe weather nust actually cause a delay to the
conpl etion of the project. The delay nust be beyond the control and
wi thout the fault or negligence of the Contractor

(b) The follow ng schedule of nonthly anticipated adverse weat her del ays

i s based on National Oceanic and At nospheric Adm nistration (NOAA) or
simlar data for the project location and will constitute the base line for
nonthly weather tine evaluations. The Contractor's progress schedul e nust
refl ect these anticipated adverse weather delays in all weather dependent
activities for the duration of the project.

Note: After the original contract conpletion date has passed, adverse
weat her that causes delay for the conpletion of the project will be granted
day-for-day wi thout deducting anticipated adverse weat her del ay days.

MONTHLY ANTI Cl PATED ADVERSE WEATHER DELAY
WORK DAYS BASED ON (5) DAY WORK WEEK

Jan Feb Mar Apr May Jun Jul Aug Sep Cct Nov Dec

8 (4 (4 (5 (5 (5 (4 4 4 4 (3 (5
(c) Upon receipt of the Notice to Proceed (NTP) and conti nui ng throughout
the contract, the Contractor shall record on the daily CQC report, the
occurrence of adverse weather and resultant inpact to nornally schedul ed
wor k. Actual adverse weather delay days must prevent work on critical path
activities for 50 percent or nore of the Contractor's schedul ed work day.

* Monthly anticipated weat her del ays shall be adjusted
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proportionally if work is perforned in a work week with greater
than or less than five-day work week. The follow ng fornula shal
be used to adjust the nonthly anticipated weat her del ays:

Adj usted nonthly antici pated weat her delays = A nultiplied by (B
di vided by C); where

A = The nonthly anticipated adverse weather delay for a particul ar
nonth based on a five-day work week

B = The actual average nunber of days worked per week during that
particul ar nonth.

C = The nunber five (5).

eg., If the nonthly anticipated adverse weather delay for January
based on a five day work week is 10 days, but the Contractor
actual ly worked an average of a six-day work week for that nonth,
the nonthly antici pated weat her delay woul d be adjusted by

appl ying the above fornula as follows: 10 x (6/5) = 12 days.

1.12 REQUI RED | NSURANCE SCHEDULE

In accordance wi th CONTRACT CLAUSE titled "Insurance - Wrk On A Government
Installation," the Contractor shall procure and maintain during the entire
peri od of his performance under this contract the foll ow ng mni mum

i nsurance.
Type Anount
Wor knen' s Conpensati on coverage conplying with applicable
State Statute
Enpl oyers' Liability m ni mrum anmount of $100, 000. 00
General Liability on mnimumlimts of $500, 000 per
Conpr ehensi ve Form of Policy occurrence for bodily injury

whi ch includes, but is not
limted to, insurance for
all work required herein

Conpr ehensi ve Aut onpbil e mnimumlimts of $200, 000 per

Liability person and $500, 000 per occurrence
for bodily injury, and $20,000 per
occurrence for property danmmge

1.13 | NTERRUPTI ONS TO UTI LI TY SERVI CES
A schedul e showi ng the approximate tines of interruptions of utility

services and roads shall be subnmitted approxi mately 30 days in advance of
interrupting services to make connections. Were it is necessary to
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interrupt services to make connections and the period of interruption wll
| ast nore than 2 hours, the connections shall be perfornmed on Saturday or
Sunday, unl ess otherw se approved by the Contracting Officer. Fina
arrangenents shall be nmade with the Contracting Officer at |east 72 hours
i n advance of the schedul ed tinmes of interruptions.

1.14 del et ed

1.15 CONTRACTOR- FURNI SHED EQUI PMENT DATA

At or before 30 days prior to final inspection and acceptance of the work,
the Contractor shall submt the data nentioned in the follow ng subcl auses.

(1) Equipnent List. An item zed equipnent |ist showing unit retail value
and nanepl ate data including serial nunber, nodel nunber, size,
manufacturer, etc., for all Contractor-furnished itenms of mechanica

equi pnrent, electrical equiprment, and fire protection systens installed
under this contract.

(2) Guarantees. A list of all equipnent itens which are specified to be
guar ant eed acconpani ed by a copy of each specific guarantee therefor. For
each specific guaranteed item a nane, address, and tel ephone nunber shal
be shown on the list for subcontractor who installed equi pnment, equi prent
supplier or distributor and equi pmrent manufacturer. The conpletion date of
t he guarantee period shall correspond to the applicable specification

requi renents for each guaranteed item

(3) Warranty Service Calls. The Contractor shall furnish to the
Contracting O ficer the nanes of |ocal service representatives and/or
Contractors that are available for warranty service calls and who will
respond to a call within the tine periods as follows: 4 hours for heating,
air-conditioning, refrigeration, air supply and distribution, and critica
el ectrical service systenms and food service equi prent, and 24 hours for al
ot her systems. The nanes, addresses, and tel ephone nunbers for day, night,
weekend, and holiday service responses shall be furnished to the
Contracting O ficer and al so posted at a conspicuous |ocation in each
nmechani cal and electrical roomor close to the unit.

1.16 DATE OF SAFETY AND HEALTH REQUI REMENTS MANUAL (EM 385-1-1)

(a) The date of the U S. Arny Corps of Engineers Safety and Health
Requi renents Manual in effect on the date of this solicitation is

3 Septenber 1996. See Section 00700, Contract C ause titled "Accident
Prevention."

(b) Section 06.1 of EM 385-1-1 is deleted. Job hazard anal ysis for
confined space entry procedures is still required, as per 01l.A 09 of

EM 385-1-1. OSHA Standards 29 CFR 1910. 146 or 29 CFR 1926 shall apply.
(c) Before initiation of work at the job site, an acci dent prevention
plan, witten by the prine contractor for the specific work and hazards of
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the contract and inplenenting in detail the pertinent requirenents of EM
385-1-1, will be reviewed and found acceptabl e by desi gnated Gover nnent
per sonnel

1.17 COVPLI ANCE W TH OCCUPATI ONAL SAFETY AND HEALTH ACT ( OSHA)

The Contractor shall conply with OSHA standards as well as the nobst current
edition of the Corps of Engineers CGeneral Safety Requirenents Manual (EM
385-1-1). The OSHA standards are subject to change and such changes may
affect the Contractor in his performance under the contract. It is the
Contractor's responsibility to know such changes and effective dates of
changes.

1.18 CONSTRUCTI ON EQUI PMENT OWNERSHI P AND OPERATI NG EXPENSE SCHEDULE

Whenever a nodification or equitable adjustnent of contract price is
required, the Contractor's cost proposal for equi pment ownership and
operating expenses shall be as set forth in SPECI AL CLAUSE titled

"Equi prent Oanership and Operating Expense Schedule.” A current copy of EP
1110- 1-8 "Constructi on Equi pnrent Omership and Operating Expense Schedul e"
can be ordered fromthe Governnent Printing Ofice (GPO by calling

Tel ephone No. 202-512-1800.

1.19 SHOP DRAW NGS

The Contractor's attention is directed to clause "Specifications and
Drawi ngs for Construction" of the Contract C auses.

1.20 SUBM TTALS
(a) Submittal Procedures. See Division One SECTION: SUBM TTAL PROCEDURES.

(b) Shop Drawi ngs shall be submitted in anple time to secure approval prior
to the tine the itens covered thereby are to be delivered to the site. ENG
Form 4025 and 4026 shall be used for the transmittal of shop draw ngs.

Unl ess ot herwi se specified, shop drawi ngs shall be submtted not |ess than
30 days before comencenent of fabrication of fabricated itens and not |ess
than 15 days before delivery of standard stock manufactured itens. \Where
materials are stock with the manufacturer, catal og data, including
specifications and full descriptive matter, nmay be submtted as shop

drawi ngs. \When catal og i ncl udes nonapplicable data, the applicable data
shall be clearly designated and identified by item nunber, item nane, and
nane of manufacturer. Shop drawi ngs submitted (including initial and fina
submittals) shall be reproductions on high quality paper with clear and

| egible print. Draw ngs shall generally be bordered a m ni num of one inch
and trinmed to neat |ines and unl ess ot herw se specified, the m ninmum scal e
shall be 3/8-inch to the foot. Shop drawings quality will be subject to
approval. Each shop drawi ng, including catal og data, shall be identified
with a title block including the name of Contractor, contract nunber, nane
and | ocation of project, and nanme of itemof work or structure to which the
shop drawi ng applies. Material fabricated or delivered to the site before
approved shop drawi ngs have been returned to the Contractor will be subject
to rejection. NO CONSTRUCTI ON OR | NSTALLATI ON SHALL BE DONE FOR ANY | TEM
REQUI RI NG SHOP DRAW NGS, UNTIL ALL SHOP DRAW NGS FOR THAT | TEM HAVE BEEN
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APPROVED.

(c) As-Built Shop Drawi ngs: Upon conpletion of the work under this
contract, the Contractor shall furnish five conplete sets of prints or one
conpl ete set of reproducibles of all shop drawi ngs as finally approved.
These drawi ngs shall show all changes and revisions nade up to the tine the
equi pnment is conpleted and accepted. The quality of the reproducibles and
prints is subject to approval.

(d) As-Built Drawings: The Contractor shall nmmintain three separate sets
of red-lined, full scale, as-built construction drawings marked up to fully
indicate as-built conditions. These drawi ngs shall be maintained in a
current condition at all times until conpletion of the work, and shall be
avai l abl e for review by Governnent personnel at all tines. Al variations
fromthe contract draw ngs, for whatever reason, including those occasioned
by nodifications, optional materials, and the required coordination between
trades, shall be indicated. These variations shall be shown in the sane
general detail utilized in the contract drawings. In addition, the
Contractor shall indicate on the As-Built Draw ngs, the brand-nane,
description, location, and quantity of any and all materials used which
contai n asbestos. The Contractor shall also be responsible for updating

t he Governnent-furni shed CADD files to reflect the current as-built
conditions throughout the duration of the project. The updated CADD design
files shall be maintained in the Intergraph Mcrostation format consi stent
wi th the graphic standards established in the CADD contract draw ngs

provi ded by the Government. The Contractor will be provided a copy of the
Tri-Service CADD standards to facilitate his efforts in the maintenance of
design files. The updated CADD files shall be reviewed by the Governnent
on a nonthly basis during the progress paynent evaluation. The Contractor
shal |l be prepared to denponstrate the status of the updated CADD files in
his on-site office. The as-built utility drawi ngs shall show | ocati ons and
el evations of all underground new utilities and existing utilities

encount ered, including dinensions from permanent structures and/ or survey

| ocations. The subnmittal requirenents for as-built utility draw ngs shal
be shown as separate activities on the Contractor-prepared network

anal ysis. Upon conpletion of the work, the marked-up draw ngs and the
updated CADD files shall be furnished to the Contracting O ficer on CD. In
nmul ti phased constructi on where portions of a systemare to be turned over
to the user prior to conpletion of the project, the marked-up draw ngs for
that portion shall be furnished to the Contracting O ficer at that
time.(MRD Itr 30 Oct 70 and KCD 8 Apr 91)

(e) CADD Files: The Governnent will provide to the Contractor, within 30
cal endar days after Notice of Award, copies of the CADD conputer files of
the contract drawi ngs for the production of as-built drawings. These files
will be in Intergraph Mcrostation format. The Governnent provides no
warranty, expressed or inplied, of the CADD conputer files. The Contractor
shal | assune all responsibility to verify the CADD drawing files. The
Contractor will not utilize the CADD draw ng conputer files to resolve

di mensi onal or other discrepancies. The Governnment will not guarantee the
nmeasur abl e accuracy of the CADD draw ng conputer files.

(f) Purchase Orders: Each purchase order issued by the Contractor or his
subcontractors for nmaterials and equi pment to be incorporated into the
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project, shall be naintained on file at the Contractor's field office for
i nspection and review by Governnent representatives. Each purchase order
shall (1) be clearly identified with applicable DA contract nunber, (2)
carry an identifying nunber, (3) be in sufficient detail to identify the
mat eri al bei ng purchased, (4) indicate a definite delivery date, and (5)
display the DVMS priority rating. At the option of the Contractor, the
copi es of the purchase orders may or may not indicate the price of the
articles purchased. (MRD Ltr 22 Cct 74)

1.21 SPECI AL REFERENCES

(a) Shop Drawings. Bidder's attention is directed to SPECI AL CLAUSE
titled "Shop Drawi ngs." The basic requirenents for Shop Drawi ngs are set
forth in the CONTRACT CLAUSES and SPECI AL CLAUSES.

(b) Approved Equal. Bidder's attention is directed to SPECI AL CLAUSE
titled "Approved Equal ."

(c) Paynment to Subcontractors. Bidder's attention is directed to SPECI AL
CLAUSE titled "Paynments to Subcontractors."

1.22 DI FFERENCES | N DRAW NGS

In addition to the provisions of CONTRACT CLAUSE paragraph "Specifications
and Drawi ngs for Construction,” the structural draw ngs shall govern in
cases where they differ fromthe architectural draw ngs.

1.23 PLANTS AVAI LABLE

Each bi dder shall, upon request of the Contracting O ficer, furnish a |ist
of the plants available to the bidder and proposed for use on the work.

1.24 QUANTI TY SURVEYS USI NG DRAW NG FI NI SH LI NES

Where the TECHNI CAL PROVI SI ONS provide for using the finish lines on

drawi ngs as the final lines for quantity neasurenment purposes, the
Contractor shall, in addition to the requirenments set forth in SPECI AL
CLAUSE paragraph titled "Quantity Surveys", make final surveys at |east at
all locations (stations) where the Contractor performed original surveys.
(KCD 23 Jan 76)

1.25 DAMAGE TO WORK (1966 MAR OCE)

(a) The responsibility for damage to any part of the work to be perforned
under this contract shall be as set forth in the CONTRACT CLAUSE titled
"Permits and Responsibilities." However, if the cofferdan(s) is constructed
in accordance with plans and progress schedul es approved by the Contracting
Oficer, but is overtopped by flood and such fl ood causes danmge to the
cofferdamor if any part of the permanent work is danmaged by fl ood or

ear t hquake, which danage is not due to the failure of the Contractor to

t ake reasonabl e precaution or to exercise sound engi neering and
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construction practices in the conduct of the work, the Contractor will make
the repairs ordered by the Contracting Officer and full conpensation for
such repairs will be made at the applicable contract unit or [unp sum
prices as fixed and established in the contract. |If, in the opinion of the
Contracting O ficer, there are no contract unit or |unp sum prices
applicable to any part of such danaged work, an equitabl e adjustnent
pursuant to Contract Clause entitled, Changes, of the contract, wll be
made as full conpensation therefor.

(b) The Contractor may, subject to approval of the Contracting O ficer, or
the Contracting Officer may order the Contractor to flood or breach the
cofferdamduring a rise prior to, and in anticipation of, natural flooding
due to overtopping. Such flooding or breach will be considered the sane as
t hough the cofferdam if constructed in accordance with plans and progress
schedul es approved by the Contracting Oficer, has been overtopped, in

whi ch event an equitable adjustnent will be nmade for danage to the

cof ferdam and/ or any part of the permanent work, as provided in (a) above.

1.26 PLANT LAYOUT DRAW NGS (1965 APR CCE)

Drawings, in triplicate, showing the | ayout of the plant the Contractor
proposes to use on the work shall be submitted by the Contractor for review
by the Contracting Oficer. The drawi ngs shall show the |ocations of the
princi pal conponents of the construction plant; offices, shop and storage
bui | di ngs; housing facilities, if any; and storage areas and yards which
the Contractor proposes to construct at the site of the work and el sewhere.
The Contractor shall also furnish for review by the Contracting Oficer
drawi ngs, in triplicate, showing the general features of his aggregate
processi ng plant; aggregate transporting, storage and reclaim ng
facilities; aggregate rinsing and dewatering plant, if required; coarse
aggregate rescreening plant, if required; concrete batching and m xing
pl ant; concrete conveying and placing plant; and when precooling of
concrete is required, the cooling plant. The drawi ng shall appropriately
show the capacity of each mmjor feature of the plant including the rated
capacity of the aggregate production plant in tons per hour of fine and
coarse aggregates; rated capacity of the aggregate transporting, storage
and reclaimng facilities; volunme of aggregate storage; capacity of cenment
and pozzol an storage; rated capacity of the concrete batching and m xi ng
plant in cubic yards per hour; rated capacity of the concrete transporting
and placing plant in cubic yards per hour; and when used rated capacity of
pl ant for precooling of concrete. Drawings in triplicate show ng any
changes in plant nade during design and erection or after the plant is in
operation shall be submitted to the Contracting Officer for review. Two
sets of the drawings will be retained by the Contracting O ficer and one
set will be returned to the Contractor with comments. (ECI 7-671.6)

1.27 WORK ADJACENT TO ROADS AND HI GHWAYS

Where the construction work is on or adjacent to, or involves hauling over
public or private roads, streets, or highways, all herein referred to as
"roads," the said roads shall, except as otherw se specified or directed,
be kept open for traffic at all tinmes during the construction period.
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Further, the Contractor shall, during said construction, provide, erect and
mai ntai n warning signs, lanterns or torches or other safety devices and,
when necessary, provide flagmen for protection of traffic to the

sati sfaction of the Contracting Oficer and | ocal authorities. The
Contractor shall keep the right-of-way of the roads free of debris that

m ght be caused to accunul ate thereon by his operations, and upon

conpl etion of the work, shall clean up the said roads and repair any damage
to the roads occasioned by his operations under this contract to the

sati sfaction of the Contracting O ficer and |ocal authorities having
jurisdiction. The drainage fromthe roads shall not be obstructed by the
construction work. The Contractor shall be responsible for obtaining and
paying for all pernmits required for operation on all roads.

1.28  APPROVED EQUAL

The drawi ngs and the TECHNI CAL PROVI SI ONS of these specifications may, in
sone instances, refer to certain itens of equiprment, material, or article
by trade nane. References of this type shall not be construed as limting
conpetition, but shall be regarded as establishing a standard of quality.
In this respect, the Contractor's attention is directed to CONTRACT CLAUSE
titled "Material and Worknmanship. "

1.29 SCHEDULE OF WORK

The Contractor's attention is directed to CONTRACT CLAUSE titled "Schedul e
for Construction Contracts,"” wherein if, in the opinion of the Contracting
Oficer, the Contractor falls behind the approved schedul e, the Contractor
shal | take steps necessary to inprove its progress, including those that
may be required by the Contracting O ficer

1.30 PROTECTI ON OF UTILITY LI NES

(a) 1t shall be the Contractor's responsibility to protect all existing
utility lines fromdamage during excavation for utilities systens. Any
damage resulting to existing utility systens shall be repaired by the
Contractor, to the satisfaction of the contracting officer, at no
additional cost to the Government.

(b) Al requests for access and/or |ocations nmust be made through the
Contracting O ficer's Representative (COR) or Resident Engineer. The
Director of Public Works will work directly with the Resident Engineer to
provide tinely information to the Contractor

1.31 MODI FI CATI ONS PRI OR TO DATE SET FOR OPENI NG BI DS

The right is reserved, as the interest of the Government may require, to
revise or anmend the specifications or drawi ngs or both prior to the date
set for opening bids. Such revisions and anendnents, if any, will be
announced by an anendnent or anendnents to this Invitation for Bids. |If
the revisions and anendnents are of a nature which requires materia
changes in quantities or prices bid or both, the date set for opening bids
may be postponed by such nunber of days as in the opinion of the issuing
officer will enable bidders to revise their bids. 1In such cases, the
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1.

amendnment will include an announcenent of the new date for opening bids.
(KCD APR 84)

32 UNEXPECTED HAZARDOUS SUBSTANCES

In the event that suspected hazardous substances are reveal ed during
construction activities, all such construction activities in the imediate
area shall be imedi ately suspended. Hazardous substances for purposes of
this specification only, shall be defined as CERCLA hazardous substances,

i nfectious or radi oactive wastes, asbestos or oil. The Contractor shal

| eave the materials undisturbed and shall imediately report the find to
the Contracting Officer's Representative (COR) so that proper authorities
can be notified. The Contractor shall not resune construction activities
inthe vicinity of the suspected hazardous substances until witten
clearance is received fromthe COR Identification and renmoval of any such
materials will be conducted in accordance with all Federal, state and | ocal
environnental |aws and regul ations according to the CONTRACT CLAUSE titled
"Differing Site Conditions."

.33 SURVEY NMARKERS

Ref erence is nade to CONTRACT CLAUSE titled "Permts and Responsibilities",
Chapter 60 of the M ssouri Revised Statutes 1969, and rules titled

"Mai ntenance of the Original US Public Land Survey Corners" adopted by the
Di vi sion of Geology and Land Survey, M ssouri Departnent of Natura
Resources. The Contractor shall be responsible for renoving and rel ocating
survey nmarkers. Relocation shall be perfornmed by a professional registered
Land Surveyor.

.34 DEMCLI TI ON

Di sposal of denolition waste shall be in accordance with all applicable
Federal, State and | ocal regul ations, including "Chapter 260, RSMO' of the
"M ssouri Departnment of Natural Resources."

.35 EXCAVATI ON NOTI FI CATI ON

Prior to any excavation on either public or private properties, Mssouri
law requires that you notify all owners and operators of underground
facilities in your dig site. Mssouri One Call System (MOXCS) can hel p you
conply with the law, "Chapter 319, RSMO' of the "M ssouri Departnent of
Nat ural Resources," by calling this one toll-free nunber 1-800-344-7483.

. 36 M SSOURI SALES AND USE TAX

In accordance with FAR Cl ause 52.229, notice is given that the contract
price excludes the Mssouri sales tax and conpensating (use) tax on al
sal es of tangi bl e personal property and nmaterials purchased by the
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Contractor or subcontractors for the construction of projects, including
repairing or renodeling facilities, for the United States. |In accordance
with Section 144.062, RSMb., the Contracting Oficer will issue and furnish
to the Contractor an exenption certificate (exanple copy appears at the end
of this section) for this project with the Notice to Proceed. The
Contractor and the subcontractors will use the exenption certificate for
this project in the purchase of supplies, materials and furnishings for

i ncorporation in the project. The Contractor and the subcontractors shal
furnish a copy of such certificate to all suppliers/material men from whom
such purchases are nade, and the suppliers shall execute invoices covering
t he sane bearing the nunber of such certificate. (KCD OC

1.37 COARSE AGGREGATE SOURCES

(a) Concrete aggregates may be furnished fromany source designated by the
Contractor and approved by the Contracting O ficer, subject to the
condi tions hereinafter stated.

(b) After the award of the contract, the Contractor shall designate in
witing only one source or conbination of sources fromwhich he proposes to
furni sh aggregates. Results of testing shall be provided as required by
Section: 03301 of the Technical Provisions. |f a source for coarse or fine
aggregate so designated by the Contractor is not approved for use by the
Contracting Oficer, the Contractor shall submt for approval other sources
at no additional cost to the Governnent.

(c) Approval of a concrete aggregate source is not to be construed as
approval of all material fromthe source. The right is reserved to reject
materials fromcertain |ocalized areas, zones, strata, or channels when
such materials are unsuitable for concrete aggregate as determ ned by the
Contracting O ficer. WMaterials produced from an approved source shall neet
all the requirenents of Section: 03301 of the Technical Provisions of

t hese specifications.

PART 2 PRODUCTS (Not Applicable)

PART 3 EXECUTI ON (Not Applicabl e)

* * % *x % %
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EXAVPLE

STATE OF M SSOUR

PRQIECT EXEMPTI ON CERTI FI CATE FOR EXEMPT ENTI TY CONSTRUCTI ON

UNI TED STATES OF AMERI CA

NAME OF EXEMPT ENTI TY

ADDRESS

aTy STATE ZI P

TAX | DENTI FI CATI ON NUMBER (None required)

PRQIECT | DENTI FI CATI ON NUVBER

PLEASE PROVI DE THE PROJECT LOCATI ON AND A BRI EF DESCRI PTI ON BELOW

CONTRACT DATE

CERTI FI CATE EXPI RATI ON DATE

Contractors are required to provide a copy of this project exenption
certificate to their vendors.

This project exenption certificate does not allow contractors to purchase
machi nery, equi pment, or tools used in fulfilling this contract, tax exenpt.

Suppl i ers accepting this project exenption certificate are required to render
to the contractor invoices bearing the nane of the exenpt entity and the
project identification nunber.

An exenpt entity that fails to revise the expiration date on this certificate
as necessary to conplete any work required by the contract will be liable for
any sales tax determ ned due as a result of an audit of the contractor

The Contractor shall provide this project exenption to all subcontractors
pur chasi ng construction materials for this project.

SI GNATURE OF AUTHCORI ZED AGENT
EXH BIT A

-- End of Section --
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SECTI ON 01500

TEMPORARY CONSTRUCTI ON FACI LI TI ES
02/ 97

PART 1 GENERAL

1

1

1 GENERAL REQUI REMENTS
1.1 Site Pl an

The Contractor shall prepare a site plan indicating the proposed |ocation
and di mensions of any area to be fenced and used by the Contractor, the
nunber of trailers to be used, avenues of ingress/egress to the fenced area
and details of the fence installation. Any areas which may have to be
gravel ed to prevent the tracking of nmud shall also be identified. The
Contractor shall also indicate if the use of a supplenental or other
staging area i s desired.

. 1.2 Identification of Enployees

The Contractor shall be responsible for furnishing to each enpl oyee, and
for requiring each enpl oyee engaged on the work to display, identification
as approved and directed by the Contracting Oficer. Prescribed
identification shall imediately be delivered to the Contracting Oficer
for cancellation upon rel ease of any enployee. Wen required, the
Contractor shall obtain and provide fingerprints of persons enployed on the
project. Contractor and subcontractor personnel shall wear identifying
mar ki ngs on hard hats clearly identifying the conpany for whomthe enpl oyee
wor ks.

. 1.3 Enpl oyee Par ki ng

Contractor enployees shall park privately owned vehicles in an area
designated by the Contracting Oficer. This area will be within reasonable
wal ki ng di stance of the construction site.

.2 AVAI LABI LI TY AND USE OF UTI LI TY SERVI CES

Government-Provided Utilities are not available at this project. The
Contractor shall nake arrangenents for utilities and shall obtain al
wat er, power and gas neters, as needed. All cost of providing utilities
will be the responsible of the Contractor

2.1 Sani tation

The Contractor shall provide and maintain within the construction area
mnimmfield-type sanitary facilities approved by the Contracting Oficer
Governnent toilet facilities will not be available to Contractor's

per sonnel
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1.2.2 Tel ephone

The Contractor shall make arrangenents and pay all costs for tel ephone
facilities desired.

1.3 BULLETI N BOARD, PRQIECT SI GN, AND PROQIECT SAFETY SI GN
1.3.1 Bul |l etin Board

| mredi atel y upon begi nning of work, the Contractor shall provide a
weat her proof gl ass-covered bulletin board not |ess than 915 by 1220 nmin
size for displaying the Equal Enpl oynent Qpportunity poster, a copy of the
wage deci sion contained in the contract, Wage Rate Informati on poster, and
other information approved by the Contracting O ficer. The bulletin board
shall be located at the project site in a conspicuous place easily
accessible to all enployees, as approved by the Contracting Oficer
Legi bl e copi es of the aforenentioned data shall be displayed until work is
conpl eted. Upon conpletion of work the bulletin board shall be renoved by
and remain the property of the Contractor.

1.3.2 Project and Safety Signs

The requirenents for the signs, their content, and | ocation shall be as
shown in the contract documents. The signs shall be erected within 15 days
after receipt of the notice to proceed. The data required by the safety
sign shall be corrected daily, with light colored netallic or non-netallic
nunerals. Upon conpletion of the project, the signs shall be renmoved from
the site.

1.4 PROTECTI ON AND MAI NTENANCE COF TRAFFI C

During construction the Contractor shall provide access and tenporary

rel ocated roads as necessary to maintain traffic. The Contractor shal

mai ntain and protect traffic on all affected roads during the construction
peri od except as otherw se specifically directed by the Contracting
Oficer. Measures for the protection and diversion of traffic, including

t he provision of watchnen and fl agmen, erection of barricades, placing of
lights around and in front of equipnment and the work, and the erection and
mai nt enance of adequate warning, danger, and direction signs, shall be as
required by the State and local authorities having jurisdiction. The
traveling public shall be protected from danage to person and property.

The Contractor's traffic on roads selected for hauling material to and from
the site shall interfere as little as possible with public traffic. The
Contractor shall investigate the adequacy of existing roads and the
allowable load Iimt on these roads. The Contractor shall be responsible
for the repair of any damage to roads caused by construction operations.
The Contractor shall coordinate traffic disturbance with Kansas City Public

Wor ks Depart ment .

1.4.1 Haul Roads
The Contractor shall, at its own expense, construct access and haul roads

necessary for proper prosecution of the work under this contract. Haul
roads shall be constructed with suitable grades and wi dths; sharp curves,
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blind corners, and dangerous cross traffic shall be avoided. The
Contractor shall provide necessary lighting, signs, barricades, and

di stinctive nmarkings for the safe novenent of traffic. The nethod of dust
control, although optional, shall be adequate to ensure safe operation at
all times. Location, grade, width, and alignment of construction and
haul i ng roads shall be subject to approval by the Contracting Oficer
Lighting shall be adequate to assure full and clear visibility for ful

wi dt h of haul road and work areas during any night work operations. Upon
conpl etion of the work, haul roads designated by the Contracting Oficer
shal | be renoved

1.4.2 Barri cades

The Contractor shall erect and maintain tenporary barricades to limt
public access to hazardous areas. Such barricades shall be required
whenever safe public access to paved areas such as roads, parking areas or
sidewal ks is prevented by construction activities or as otherw se necessary
to ensure the safety of both pedestrian and vehicular traffic. Barricades
shal |l be securely placed, clearly visible with adequate illumnation to
provi de sufficient visual warning of the hazard during both day and night.

1.5 CONTRACTOR S TEMPORARY FACI LI TI ES
1.5.1 Adnministrative Field Ofices

The Contractor shall provide and nmmintain admnistrative field office
facilities within the construction area at the designated site. Governnent
of fice and warehouse facilities will not be available to the Contractor's
per sonnel

1.5.2 Storage Area

The Contractor shall construct a tenporary 1.8 mhigh chain link fence
around trailers and naterials. The fence shall include plastic strip
inserts, colored green, so that visibility through the fence is obstructed.
Fence posts may be driven, in lieu of concrete bases, where soi
conditions permt. Trailers, materials, or equi pment shall not be placed
or stored outside the fenced area unl ess such trailers, materials, or
equi pnment are assigned a separate and distinct storage area by the
Contracting O ficer amay fromthe vicinity of the construction site
Trailers, equipnent, or materials shall not be open to public view with the
exception of those itens which are in support of ongoing work on any given
day. Materials shall not be stockpiled outside the fence in preparation
for the next day's work. Mobile equi pment, such as tractors, wheel ed
lifting equi pnent, cranes, trucks, and |ike equipnent, shall be parked
within the fenced area at the end of each work day.

1.5.3 Suppl enental Storage Area

Upon Contractor's request, the Contracting Officer will designate another

or supplenental area for the Contractor's use and storage of trailers,

equi pnment, and naterials. This area may not be in close proxinity of the

construction site. Fencing of materials or equipment will not be required
at this site; however, the Contractor shall be responsible for cleanliness
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and orderliness of the area used and for the security of any material or
equi pnment stored in this area. Uilities will not be provided to this area
by the Governnent.

1.5.4 Appearance of Trailers

Trailers utilized by the Contractor for adm nistrative or material storage
pur poses shall present a clean and neat exterior appearance and shall be in
a state of good repair. Trailers which, in the opinion of the Contracting
Oficer, require exterior painting or nmaintenance will not be allowed on
the mlitary property.

1.5.5 Mai nt enance of Storage Area

Fencing shall be kept in a state of good repair and proper alignment.
Shoul d the Contractor elect to traverse, with construction equi pnent or

ot her vehicles, grassed or unpaved areas which are not established
roadways, such areas shall be covered with a |ayer of gravel as necessary
to prevent rutting and the tracking of mud onto paved or established
roadways; gravel gradation shall be at the Contractor's discretion. Gass
| ocated within the boundaries of the construction site shall be nmowed for
the duration of the project. G ass and vegetation along fences, buildings,
under trailers, and in areas not accessible to nowers shall be edged or
trimmed neatly.

1.5.6 Security Provisions

Adequat e outside security lighting shall be provided at the Contractor's
tenporary facilities. The Contractor shall be responsible for the security
of its own equipnent; in addition, the Contractor shall notify the
appropriate | aw enforcenment agency requesting periodic security checks of
the tenporary project field office

1.6 GOVERNMENT FI ELD OFFI CE
1.6.1 Resi dent Engineer's Ofice

The Contractor shall provide the Government Resident Engineer with an

of fice, approximately 19 square neters in floor area, |ocated where
directed and providing space heat, electric Iight and power, and toil et
facilities consisting of one |lavatory and one water closet conplete with
connections to water and sewer nains. A mail slot in the door or a

| ockabl e mail box nobunted on the surface of the door shall be provided. At
conpl etion of the project, the office shall renmain the property of the
Contractor and shall be renpved fromthe site. Uilities shall be
connected and di sconnected in accordance with |ocal codes and to the

sati sfaction of the Contracting Oficer.

1.6.2 Trail er-Type Mbile Ofice
The Contractor may, at its option, furnish and maintain a trailer-type

nobil e office acceptable to the Contracting O ficer and providing as a
mnimmthe facilities specified above. The trailer shall be securely
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anchored to the ground at all four corners to guard agai nst novenent during
hi gh wi nds.

1.7 PLANT COVMMUNI CATI ON

Whenever the Contractor has the individual elenents of its plant so | ocated
t hat operation by normal voice between these elenents is not satisfactory,
the Contractor shall install a satisfactory neans of comuni cation, such as
t el ephone or other suitable devices. The devices shall be nmade avail abl e
for use by Governnent personnel

1.8 TEWMPCORARY PRQIECT SAFETY FENCI NG

As soon as practicable, but not later than 15 days after the date
established for commencenment of work, the Contractor shall furnish and
erect tenporary project safety fencing at the work site. The safety
fencing shall be a high visibility orange col ored, high density

pol yet hyl ene grid or approved equal, a nminimmof 1.1 m high, supported and
tightly secured to steel posts |located on maxi num 3 mcenters, constructed
at the approved location. The safety fencing shall be nmintained by the
Contractor during the life of the contract and, upon conpletion and
acceptance of the work, shall becone the property of the Contractor and
shall be renoved fromthe work site

1.9 CLEANUP

Construction debris, waste materials, packaging material and the |ike shal
be renoved fromthe work site daily. Any dirt or nmud which is tracked onto
paved or surfaced roadways shall be cl eaned away. Materials resulting from
denolition activities which are sal vageabl e shall be stored within the
fenced area descri bed above or at the supplenental storage area. Stored
material not in trailers, whether new or salvaged, shall be neatly stacked
when st ored

1.10 RESTORATI ON OF STORAGE AREA

Upon conpl etion of the project and after renmoval of trailers, naterials,
and equi pnent fromwithin the fenced area, the fence shall be renbved and
wi || becone the property of the Contractor. Areas used by the Contractor
for the storage of equipnent or material, or other use, shall be restored
to the original or better condition. G avel used to traverse grassed areas
shal |l be renoved and the area restored to its original condition, including
top soil and seeding as necessary.

-- End of Section --
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Corps Signature (US Army Corps)
as shown.

Post
Size

Panel
Size

Legend

Type Size

Specification
Code

Legend Groups 5a-b: One- to five-
line identification of prime
contractors including: type
(arcthitect, general contractor, etc.),
corporate or firm name, city, state.
Use of Legend Group 5 is optional.
Color: Black

Typeface: 1.25" Helvetica Regular
Maximum line length: 21"

All typography is flush left and rag

right, upper and lower case with initial capitals only as shown.
Letter- and word-spacing to follow

Corps standands
Mounting
Height

Color
Bkg/Lgd

CID-01 Various 4'xX 6’ 4" x 4"

HDO-3

48" WH-RD/BK

CONSTRUCTION SIGN (CORPS OF ENGINEERS DESIGN)

(Use with Fig 5¢)




All Construction Project Identication signs
and Safety Performance signs are to be
fabricated and installed as described
below. The signs are to be erected at

a location designated by the contracting
officer and shall conform to size, format.
and typographic standards.

The sign panels are to be fabricated
from .75” High Density Overlay Plywood.

Sign graphics to be prepared on a white
non-reflective vinyl film with positionable
adhesive backing.

All graphics except for the Communications
Red background with Corps signature on

the project sign are to die-cut or computer

cut nonreflective vinyl, pre-spaced legends
prepared in the sizes and typefaces specified
and applied to the background panel following
the graphic formats shown.

The 2’ x 4 Communications Red

panel (to match PMS-032) with full
Corps signature (reverse version) is

to be screen printed on the white
background identification of the District
/ Division may be applied under the
signature with white cut vinyl letters
prepared to Corps standards

Drill and insert six (6) .375 T-nuts from
the front face of the HDO sign panel.
Position holes as shown. Flange of T-nut
to be flush with sign face

Apply Graphic panel to prepared HDO
plywood panel following manufactures
instructions

Sign uprights to be structural grade 4" x 4"
treated Douglas Fur or Southern Yellow Pine.
No 1 or better. Post to be 12’ long Drill six (6)
.375” mounting holes in uprights to align with
T-nuts in sign panel. Countersink (5”) back of
hole to accept socket head cap screw

(4" x.375").

Assemble sign panel and uprights. Imbed
assembled sign panel and uprights in 4’
hole. Local soil conditions and/or wind
loading may require bolting additional 2” x 4”
structs on inside face of uprights to

reinforce installation shown.

FABRICATION AND MOUNTING GUIDELINES

Shown below the mounting diagram is
a panel layout grid with spaces provided
for project information. Photocopy this
page and use as a worksheet when pre-
paring sign Legend orders.

Construction Project Sign
Legend Group 1

1
2
Legend Group 2 Division/District Names
1
2
Legend Group 3 Project Title

1
2
3
Legend Group 4 Facility Name

1

2

Legend Group 5a: Contractor/A&E
1 1

Legend Group 5b: Contractor/A&E

Safety Performance Sign
Legend Group 1: Project Title

1

2

Legend Group 2: Contractor/A&E
1

2




Each contrrator’s safety record is to be standard for all signs of the type. Legend
posted on Corps managed or supervised Groups 2 and 3 below identify the project
construction projects and mounted with the and the contractor and are to be placed on

construction project identification sign. the sign as shown.

The graphic format, color, size and type— Safety record numbers are mounted on
faces used on the sign are to be reproduced individual metal plates and are screwmounted

exaclly as specified below. The lille with to the background to allow for daily revisions

First Aid logo in the top section of the sign to posted safely performance record.

and the performance record captions are

o @ -- A
Legend Group 1: Standard two-line title

"Safety is a Job requirement" with (8 od.) 3 Safety |S a J 0 b

Safety Green First Aid logo.

Color: to match PMS 347 > Requirement

Typeface: 3" Helvetica Bold
Color: Black

Legend Group 2: One 1o two—line project Public Use Area Development, Stage IV
Osage River Basin

title legend describes th k being d
Hie fegend gescribes e work bemg done Pacific Maine Construction Corporation

under this contract and name of host project. 25" Galveston, Texas
Color: Black o .

. This project has 5 Days without a
Typeface: 1.5" Helvetica Regular operated: lost time injury

Maximum line length: 42" 5 Total days worked
on this contract

Legend Group 3: One to two—line identifation: Lost time injuries

name of prime contractor and city, state

address.
Color: Black
Typeface: 1.5" Helvetica Regular

Maximum line length: 42"

Legend Group 4: Standard safety record Legend Specification Mounting Color
Size Code Height Bkq/Lgd

capitons as shown.
various HDO-3 48" WH/BK—GR

Color: Black
Typeface: 12.5" Helvetica Reqular

Replaceable numbers are to be mounted on
white .060 aluminum plates and screw—
mounted to background.

Color: Black

Typeface: 3" Helvetica Regular

Plate size: 2.5" x .5"

All typography is flush left and rag right.

Upper and lower case with initial capitals

only as shown. Letter— and word—spacing

to follow Corps standards. SAFETY PERFORMANCE S|GM




DACW1- 03- B- 0010- 0001

SECTI ON TABLE OF CONTENTS
DIVISION 02 - SITE WORK
SECTI ON 02101
SPECI AL SCHEDULI NG

09/ 99

PART 1 GENERAL

1 SUBM TTALS

.2 PERM TS
1.2.1 H ghway Permts
1.2.2 QG her Pernits

PART 2 PRODUCTS ( NOT APPLI CABLE)

PART 3 EXECUTI ON

3.1 Street Light Renobval and Restoration al ong Manchester Trafficway.
3.2 Weat her Station Rel ocation

3.3 MoDOT Street Light Relocation Sta. 1+710

3.4 Si gn Rel ocation and Pavenent MarKki ngs

3.5 I ndi anna Avenue Pi pe Mdification

-- End of Section Table of Contents --

SECTI ON 02101 Page 1



DACW1- 03- B- 0010- 0001

PART 1

1
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1
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1
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1

2

1

SECTI ON 02101

SPECI AL SCHEDULI NG
09/ 99

GENERAL
SCOPE

This section covers special scheduling and general guidelines for
performance of the work.

GENERAL

The work shall consist of the various types of construction indicated
on the drawi ngs, and shall be scheduled to mninze disruption of
normal usage of streets and utilities. Changes in the schedul es,
sequences, and net hods of construction specified herein nust be
approved in witing by the Contracting Oficer's Representative (COR)
and any affected third party.

SUBM TTALS

Governnment approval is required for subnmittals with a "G' designation
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the submttal for the Governnent. The foll ow ng shal
be submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD-01 Preconstruction Submittal s
Pl ans of Qperations; G RE
Detail ed plans of operations shall be submitted for specific
phases of the work as specified hereinafter and for other phases
when required by the COR
Traffic Control Plan; G AE

Traffic Control Plan shall be subnmtted 30-days in advance of any
actability regarding the sewer line nodification.

PERM TS

H ghway Permts
The Contractor shall obtain the necessary construction permits fromthe
M ssouri H ghway and Transportation Departnent for all work adjacent to

H ghways and Roads. The point of contact is Vernon Koch, at (816)
622-0417.

SECTI ON 02101 Page 2
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1.2.2 O her Permts

The Contractor shall obtain all other necessary permts for work within
project limts that have not been been identified as Government
provided in the contract docunents.

PART 2 PRODUCTS (NOT APPLI CABLE)
PART 3 EXECUTI ON
3.1 GENERAL

Stockpi ling of excavated naterials and construction nmaterials shall be
m nim zed and shall be contained within the construction limts.
Adequat e safety of the excavation slopes shall be nmaintained in all
construction areas. Kansas City Power & Light Conpany, Kansas City
Water & Pollution Control, Kansas City Water & Sewer Departnent, Kansas
City Public Wrks Departnment Street and Traffic, M ssouri Hi ghway and
Transportation Departnent and, and other appropriate agencies shall be
contacted for coordination and relocation of utilities within the
construction site.

City streets and roads and parking areas within the project limts
shal |l be kept free of dirt, nud, rock, or other material spilled or
dropped from equi pnent. Dust shall be controlled by sprinkling,

washi ng, sweeping, or other methods as approved by the COR In using
the roads, the Contractor shall conformto any regul ati ons or wei ght
restrictions required by the Kansas City Public Wrks Depart nment
Street and Traffic and M ssouri Hi ghway and Transportation Departnent,
and the weight restrictions in the Special d auses.

3.2 WORK IN VICNTY OF EXI STING UTILITIES

The Contractor shall notify the owners of existing underground
utilities (sewer, electricity, etc.) a nminimmof three weeks prior to
conmencing required work in the vicinity of the utilities. The

| ocation of all affected utilities should be verified and all necessary
relocations and alterations conpleted prior to comencenent of work in
a particular area or as described on the drawings. The Contractor
shall also notify the COR at |east three weeks in advance of the
schedul ed tine of conmmencing work on existing underground utilities.
Contacts for the utility work are as foll ows:

AGENCY CONTACT TELEPHONE NO.
Kansas City Power and Light Pat O Mall ey or (816) 245-3739
P. O Box 418679 Randal | Jami son

Kansas City, M ssouri
Kansas City Power and Light Jerry Carey (816) 276-5578

Dodson Servi ce Center Kar nen Geer
8619 Prospect

SECTI ON 02101 Page 3
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KCMO 64132

Wat er Servi ces Departnent

324 E. 1l1lth Street, 6th Floor
CGak Tower Buil ding

Kansas City, Mssouri 64106

Terry Leeds (&M (816) 513-2285
Steve Whitton (Sewer) (816) 513-2207

Lavee Conmittee Ji m Dunaj ci k (816) 513-0386
Sewer System Bri an Schroeder (816) 513-0303
Wat er Services Andy Shively (816) 513-0304
Weat her Station Janmes Wl ton (816) 513-2284
M ssouri Gas Energy Ray W son (816) 472-3464

223 Gllis Street
Kansas City, Mssouri 64120

Engi neeri ng

SBC Keeny Ceer
500 E 8th Street Room 690 Ar ea Engi neer
Kansas City, Mssouri 64106

(913) 383-4848

AT&T Tom Leggett
1425 Cak Street, Room 1398 Qper ati ons Supervi sor
Kansas City, Mssouri 64106

(816) 391- 5453

MCI Tel econmuni cati ons JimHerrell (816) 521-2221

2100- A Stark Avenue
Kansas City, Mssouri 64126

Publ i c Wbrks Depart nent
Street and Traffic

23rd Floor City Flail

414 E. 12 Street

Kansas City, Mssouri 64106

M ke Rukgaber
Permt Engi neer

Jerry Tapscott
Streets Dept.

M ke Schoeppner

1- 800- 624- 9675

(816) 513- 2670

(814) 513-2678

(816) 513- 9506

Street Lighting
M ssouri Departnent of Ver non Koch
Transportation
600 NE Col burn Rd
Lee's Sunmt, MO 64086

(816) 622-0417

1- 800- DI G RI TE
(1- 800- 344- 7483)

M ssouri One Call System

3.1 Street Light Renoval and Restoration along Manchester Trafficway.

The streetlights SDMD030, SDMD029, SDMD005, and SDMR2020 al ong Manchest er
Trafficway shall renpved and restored in the sanme place as shown onthe
drawi ngs. The Contractor shall be responsible for renoval and restoration
of the lum naires and poles. The Contractor shall protect the |ight pole
foundati ons and distribution cable during contruction fromdanage. Any
damage to the foundations shall be repaired by the contractor at no
additional cost to the governnment. All damaged |ighting equi pment shall be
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repl aced per original lighting system The |ighting equi pment shall be
restored by a qualified electrician approved by the Contracting O ficer and
stored in a safe dry place as to prevent any damage during construction

The renoval and restoration of the poles shall be coordinated with the

KCMO Public Works, Street Lighting Section, Mke Schoeppner (Street

Li ghti ng Mai nt enance Supervisor) at (816) 513-9506.

3.2 Weat her Station Rel ocation

The existing weather station shall be relocated as shown in the draw ngs.
The relocation of the weather station consist of renpval and reconstruction
of the 3 neter stainless steel standpipe, renpval and reconstruction of the
weat her station concrete foundation consisting of 2.5 cubic neter

un-rei nforced concrete, renoval and restoration of the three balusters
protecting the weather station fromtraffic placed 0.5 neters into the new
concrete foundation at 0.5 neter distance. The Standpi pe and bal usters
shal | be nade | evel for accurate nmeasurenent of precipitation

Contractor shall notify the Stormwater Wility Division at 816-809-3784
with at |east 48 hours notice to renove the el ectronics of the weather
station site. The Stormmater Utility Division of Kansas City, Mssouri wll
di sconnect the electronics within the Standpi pe and a plastic PVC conduit.
Once the weather station is relocated the Stormmvater Utility Division wll
reinstall the electronics, place a new 8 foot grounding line for the

el ectronic, and, upon conpletion of the floodwall, run a PVC conduit line
back and over the top of the floodwall to the existing conduit on the side
of the bridge. This conduit will allow for the run of cable needed to
obtain water elevation readings. For weather station relocation contact
M. Janes Walton, at (816) 513-2284

3.3 MoDOT Street Light Relocation Sta. 1+710

The street light |ocated at approxinatel Station 1+710 shall be rel ocated
at the location shown on the drawi ngs. The Contractor shall renove and
reconstruct the street ligth as shown on the construction drawi ngs. The
street |ight construction drawi ngs are provided by MODOT and the di nensions
are in english system The MDOT street |ight shall be relocated with
respect of MDOT specifications. The Contractor shall contact M. Vernon
Koch, MDOT, tel ephone nunber (816) 622-0417 for coordi nati on of the street
light relocation and for original construction draw ngs.

3.4 Si gn Rel ocation and Pavenent MarKki ngs

Si gns and pavenent markings shall be relocated and restored to origina
conditions. The exact final l|ocation of the signs shall be coordinated
with the KCMO during construction. Pavenment nmarking shall be restored per
KCMO s specifications. The point of contact for these actions is Jerry
Tapscott KCMO Street Dept. 816-513-2678

3.5 I ndi anna Avenue Pi pe Mdification

The | ndi ana Avenue Sewer system shall be nodified as shown on the
construction drawings. The disturbance of the traffic along |Indiana Ave.
shal |l be coordinated with Kansas City Public Wrks, Street and Traffic.
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The Contractor shall submit a Traffic Control Plan 30-days in advance of

any actability regarding the sewer |ine nodification

SECTI ON 02101 Page 6



